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WATER PUMP
SERIES LET WATER

FLOW

MORE POWERFULLY

/[:Durable construction
The principal parts of each pump are reinforced for superior wear and corrosion resistance.

/I:A Wide Range

Excellent and advanced impeller ensures water supply for a wide range.

/[:Economical Running
Equipped with KIPOR engines, KIPOR pumps assure superior combustion efficiency and
minimal fuel consumption.

/[:Portability

Special alloy frame reduces weight.

/[:Easy maintenance
Cleaning the inside casing can be done by simply removing a few bolts.



General Self-Priming

KIPOR

KDP20/KDP20E

Model:diesel pump

Rated capacity (m® /h): 22
Max. capacity (m?®/h): 36
Rated total head (m): 15
Max. total head (m): 26
Self-priming time (s/4m): 80

Model:gasoline pump
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High-Pressure Self-Priming

KIPO|

KGP15H

Model:gasoline pump
Rated capacity (m*/h): 5.0
Max. capacity (m®/h): 8
Rated total head (m): 42
Max. total head (m): 70
Self-priming time (s/4m): 40
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EOI

KDP15H/KDP15HE

Model:diesel pump

Rated capacity (m?/h): 5.0
Max. capacity (m3/h): 8
Rated total head (m): 42
Max. total head (m): 70
Self-priming time (s/4m): 40

KIPOR

Suction

&discharge port
diameter (mm) (in)
Rated capacity (m¥h)
Max. capacity (m’/h)
Rated total head (m)
Max. total head (m)
Self-priming time (s/4m)
Max. suction head (m)
Rotation speed (r/min)
Fuel consumption (g/kWh)
Noise level (dB(A)/7m)
Overall dimension
(mm)(LxWxH)

Net weight (kg)

Engine model

Rated power (kW)
Rated speed (r/min)
Displacement (cm?)

Starter system

KIPOR

Model

Suction & discharge port
diameter (mm) (in)
Rated capacity (m¥h)
Max. capacity (m'/h)
Rated total head (m)
Max. total head (m)
Self-priming time (s/4m)
Max. suction head (m)
Rotation speed (r/min )
Fuel consumption (g/kWh)
Noise level (dB(A)/7m)
Overall dimension
(mm)(LxWxH)

Net weight (kg)

Engine model

Rated power (kW)
Rated speed (r/min)
Displacement (cm?)
Starter system

KDP20/KDP20E

<870
74

525x410x515
38.5

KM170

28

21

KDP20:
Recoil starter
KDP20E:
Electric starter

KDP15H

40(1.5")

3600
<860
79

570x445x550

43
KM178
4
3600
296
Recoil starter

KDP30/KDP30E

80(3")

<860
76

570x445x550
49
KM178

296

KDP30:
Recoil starter
KDP30E:
Electric starter

KDP15HE
40(1.5")

5

8

42

70

40

8
3600
<860

79

570x445x550

43
KM178
4
3600
296
Electric starter

KDP40/KDP40E KGP20
100(4") 50(2") 80(3")
40 22 30
75 36 55
16 15 13
31 26 25
180 80 120
8
3600
<850 1200 1200
79 74 74
650x480x600 480x430x400 510x430x435
62.5 26 30
KM186 KG160 KG200
6.3 33 4
3600
406 163 196
KDP40:
Recoll starter Recoil starter
KDP40:
Electric starter
KGP15H
40(1.5")
5
8
42
70
40
8
3600
1200
72
515x445x415
29
KG200
4
3600
196

Recoil starter

100(4")

40
75

31
180

1150
74

650x480x600
46

KG270

55

270



